
 

 

 

 

 

  

 

  

CalMED+ is the medical display calibration 

software that allows you to get the most 

accurate image possible on all of your 

grayscale and color workstations, including 

diagnostic, clinical, and modality capture 

displays.   

 

CalMED+ breaks new ground in medical 

workstation calibration; it is easier to use 

than previous medical calibration software, 

helping medical professionals achieve new 

levels of accuracy with far less work and 

training.   

 

Built around a flexible and highly configurable 

step-by-step workflow process, CalMED+ 

allows users to achieve consistent image 

quality and conform to standards more easily 

than ever before.   

 

 

 Easy to use, workflow-guided QC tests, 

conformance tests, and display calibration 

make medical display image quality 

management simpler and faster than ever 

before. 

 Get the most accurate images possible on 

all your grayscale and color imaging 

workstations, including diagnostic, clinical, 

and modality capture monitors. 

 Achieve consistent image quality on all 

primary and secondary imaging 

workstation displays. 

 Avoid incorrect diagnosis due to imaging 

workstation non-conformance! 

 Supports all new colorimeters calibrated 

for LCD displays with LED backlight, and 

many other light and color meters available 

in the industry. 

Medical Display Calibration Software 



 

 

 

CalMED+ calibrates monitors to 

internationally recognized standards and 

practices, including DICOM Grayscale 

Standard Display Function and American 

Association of Physicists in Medicine 

(AAPM) Task Group 18.  CalMED+ QC 

tests, conformance tests, and display 

calibration ensures consistent image 

quality on all of your diagnostic, review, and 

modality capture image display 

workstations. 

 

 

 

 

CalMED+ is engineered by SpectraCal, 

Inc., the most recognized and trusted 

name in image fidelity.  SpectraCal 

provides most of the video calibration 

software sold in the world today.  

CalMED+ takes advantage of all the 

hardware resources provided by the 

workstation, including the graphics 

adaptor’s Look-Up Tables (LUTs). The 

unique CalMED+ client-server 

architecture even allows you to calibrate 

multiple workstations over the network.   

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

As the Executive Summary of the Task Group 18 report explains, “Considering the fundamental 

importance of image quality to the overall effectiveness of a diagnostic imaging practice, it is 

vitally important to assure that electronic display devices do not compromise image quality.” 

 

Or, to put it in more human terms, if it’s your chest x-ray, don’t you hope the radiologist is 

reading it on a calibrated display?  Accurate display calibration with CalMED+ avoids wrong 

diagnosis reads due to diagnostic station image inaccuracy. 

You can use CalMED+ to calibrate CCFL LCDs, LED LCDs, plasmas, and many other display 

types, with confidence that both the hardware and software you are using are optimized to 

produce the most accurate images possible.   
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